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Re item V 

Reasoned statement under Article 35(2) with regard to novelty, inventive step 
and industrial applicability; citations and explanations supporting such 
statement 

1 . Reference is made to the following documents: 

Dl: DE-A-2517186 

D2: US-A-4655280 

D3: WO-A-0029193 

D4: EP-A-0937566 

2. The following is to be noted with respect to the requirements of Article 6 



2.1 The expression "for example for blow molding hollow plastic bodies" does 
not bring about any restriction of the extent of protection of claim 1, cf. PCT 
guidelines, 5.40. 

2.2 The subject matter of claim 5 formally lacks clarity because of the 
dependence of claim 5 on claim 0. 

3. The following statement is made with respect to item 2 of this 
communication. 

The prior art, cf. D3, Figure 2A, is an injection device comprising 
temperature-controllable blowing mandrels (5) inserted in a blowing mandrel 
holder, the blowing mandrel holder having cylindrical recesses (81) in each 
of which a blowing mandrel (5) is fixedly held, and the blowing mandrel 
holder and the blowing mandrels having respective channels (7, 10, 40), 
which communicate with one another in twos, in order to make possible a 
fluid circulation for controlling the temperature of the blowing mandrels, 
according to the precharacterizing clause of claim 1. 



PCT. 
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This combination of features is also known from the document D4 (cf. 
Figure 5). 

The subject matter of claim 1 differs from this by a two-part design of the 
blowing mandrel holder with a supporting bar and a holding bar, which can 
be joined onto each other and fastened and can be released from each other 
and each have an identical number of half-cylindrical recesses, which 
complement one another in the blowing mandrel holder to form cylindrical 
recesses, in each of which a blowing mandrel can be inserted when the 
supporting bar and the holding bar are released from each other and is 
fixedly held when the supporting bar and the holding bar are fastened on 
each other, and by connecting pieces in the form of cylindrical sleeves, 
which seal the fluid circulation with respect to a gap forming between the 
blowing mandrel and the supporting bar or the holding bar and also hold the 
blowing mandrel fixedly on the blowing mandrel holder. 

For this reason, the subject matter of claim 1 is novel and claim 1 satisfies 
the criterion stated in Article 33(2) PCT. 

The object is to improve the positioning of the blowing mandrels in their 
holders and to simplify their exchangeability, cf. page 2, line 31 - page 3, 
line 2. 

Although connecting pieces in the form of cylindrical sleeves which are 
inserted by one end in one of the channels provided in a blowing mandrel 
and thereby connect channels to one another respectively in twos are known 
per se from the documents Dl, cf. Figure 1, and D2, cf. Figure 5, a 
combination of one of the documents Dl and D2 with one of the documents 
D3 and D4 would still lack the feature of the two-part design of the blowing 
mandrel holder by means of a supporting bar and a holding bar. 

For this reason, the subject matter of claim 1 is based on an inventive step 
and claim 1 satisfies the criterion stated in Article 33(3) PCT. 
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4. Claims 2 - 5 are dependent claims and relate to further embodiments of the 
subject matter of claim 1 and consequently satisfy the conditions of Article 

.. 33(2) and (3) PCT. 

5. Claims 1 - 5 satisfy the requirements of Article 33(4) PCT. 

6. Prior art references included in the description after the filing date should be 
confined to purely reflecting the facts, cf. PCT guidelines, A4.05. The 
description on page 3, lines 9-14 does not satisfy this criterion. 
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For an explanation of the two-letter codes and the other 
abbreviations, reference is made to the explanations ("Guidance 
Notes on Codes and Abbreviations") at the beginning of each 
regular edition of the PCT Gazette. 



(57) ZusammenrassunR: Die Spritzaomhalcsung (2) 1st zweiteilig ausgebiidet mil cine* Tragbalken (41 u*d einem Halfcbalben 
(5), die a/iemander wftigbar sind ©nd halbzyiiadrische Aurahmongen (7, 8) anfweisen, weicbe emander zn zylindrischen Ausi»h- 
mungen (9) erganzeii, to dencn jc cin Spritzdcm (3) eiagesefet und fesigehaltcn isL For eane Fluidarkulation zur Temperierung der 
Spricdorac (3> wetscn die Spriizdorohiiiierun*: p) und die Spriudome (3) KanSle ( 13. 14, 15, 16, 24, 25) auf . die abet zyttndcMlftMi- 
fomuge, v^zugsweta imt Dichtttngsringen abgedichtete AnscMu$ssmtzen.(30) nureinandei sowie mil an der Spritrdomhaltcnmg, 
(-) angeoidneien Ofi&iangcn (U, 26) kommvx&iimn, Dabei fixieren die Aaschlossstutoen (30) die Sprifcdomc (3) an der Sprtt- 
dcrnhaltening (2). Vorzugsweise IstderHaJtcbalkcn (4) zweicciHgaosgebadttmitcine^ and einem 

Hmten^^toton (18), die aneinanderanfiigbar^d and KanaJe (13, 14, 15, 24, 25) aufweisen, die miteinander kotomunicicrcn, 
am &e HuWrfikulauon zwischen den Ofetwi^en (11,26) and darch die Sprftzdwne (3) bzw, die darin angeoitlneten Kanftle ( 16* iu 
craaghchen, Vorw^wcise ist der FlwdanscWnubalkc,, (IS) zw*Jt*% ausgebild*t mil einem Xniper (19) und einem Deckel K:0). 
die anemander anfugbar sind, wobei die Kaniife (24, 25) als am Xfirpcr (19) des Fluid^sehla^kcns (18) ^cbtachte und votn 
Deckel (20) ubcnieckie No ten ousgebildef 



